
JK air tank / Evap Skid
Instructions

1. If you ordered the skid with a finish, skip to step 2. If you ordered your River Raider skid in 
bare steel, prep and paint it. 

2. If you chose a Viair 2.5 gallon air tank, mount your air tank to the skid using the holes 
provided. Other tanks may fit, but you will need to drill new holes. 

3. Remove your existing evaporation canister and its attached mounting plate by loosening 
the three 16mm bolts that secure it to the vehicle. Let the evap hang down. Clip the 
tie-wrap that secures the sensor wire to a brake line so that you have more slack to work with 
it under the vehicle. Some "water" may drip from it. 

4. Loosely fasten the supplied mounting brackets to the OEM frame holes using the OEM 
bolts. The sides with the 90 degree angles face the frame side of the vehicle. 

5. Using a flathead screwdriver, bend the small metal "finger" on the back of the evap 
canister mounting plate back. This will allow you to slide the three mounting tabs out of their 
slots to remove the evap canister from the metal plate. 

6. Mark the stock mounting plate so that only about as much remains as a silhouette of the 
actual evap canister. Cut the two ends of the factory evap mounting plate off with a cut-off 
tool. 

7. With the tank mounted in the new skid plate, reinstall the evap into the trimmed factory 
evap mounting plate and set it into the new skid plate. Determine where the ¼’’x 3/4’’ 
mounting bolts will be installed by marking them through the skid plate holes. Then drill the 
two holes in the factory evap mounting plate. 

8. One end of the canister has two hoses and an electronic sensor. The orientation of this 
sensor is important. Compare the original orientation of the sensor and maintain that 
orientation with the evap in its new location. This will tell you how much the sensor needs to 
be rotated. The sensor housing has a small clip on the side of a round connection hole. Push 
the clip on one side and twist it to release the sensor housing. Rotate the connection and 
then re-insert and twist the sensor module so that when the evap is mounted up, it faces 
generally upwards again. Failure to complete this step will result in a check engine light. 

9. Bolt the modified factory evap canister mounting plate onto the RR skid plate using the 
supplied 1/4" bolts, washers, and nuts.



11. Push the skid up to where you can bolt it to the brackets you mounted to the JK
earlier. Loosely bolt these four points together to determine best fit.

12. Tighten the three OEM bolts that secure the RR brackets to the JK frame.

13. Push the skid plate up as far as it can go and tighten the four mounting bolts to the
RR brackets.

14. Congratulations, you have successfully installed the River Raider Evaporation
Canister/Air Tank combination skid. Regularly check the skid to ensure that it working
properly and is secure.

10. You may want to ask a friend for help or use a floor jack to help lift the skid plate up
into the cavity of the JK.


