
  JL/JT Expedition  
  Snorkel Instructions 

 
 

 
Warning: If you do not feel comfortable installing this snorkel system on your vehicle, 
please see a qualified professional for installation.  
 
What’s Included: 

- Airbox w/ Filter  
- Airbox Bracket 
- Airbox Hardpipe 
- Cowl Box 
- Mushroom Cap Snorkel Intake  
- 90° Silicone Boot 
- Set of Rubber Plugs 
- Snorkel Hardware Kit 

 
Tools Needed:  

- 5/32 Allen Wrench 
- Deburring Tool: Utility Knife, Dremel, 

Rotary, or Air Tool 
- Silicone Sealant 
- 3” Hole Saw 
- Drill 

 
 
 
 
 
 
 



Directions: 
1. Loosen the intake tube from the factory airbox by 

unscrewing the hose clamp connection.  

2. To remove the factory airbox, remove the single bolt 
located at the air collection horn. 

3. Pull vertically and wiggle the airbox to release the two 
friction-fit lower airbox mounts.  

4. Remove the factory airbox assembly. 

5. Before installing the Expedition Snorkel Airbox, use 
the provided plugs to seal the holes in the side of the 
airbox, except if you have the 2.0 Liter Kit or you are 
planning to install our Universal Breather Hose 
Extension Kit.  

Install the airbox 
mount on the 
friction-fit factory 
holes the airbox 
used. Use two 
½”-13 X 1” Length Bolts, ½” Washers, and ½” Nuts. 

6. Attach the airbox to the airbox mount using two ¼” X 
¾” Button Head Bolts, four ¼” Flat Washers, two ¼” 
Nylon Washers, and two ¼” Nuts. Use a ¼” Nylon 
Washer under the head of the bolt to seal the airbox. 
Place a ¼” Flat Washer between the airbox and the 
airbox mount, and between the airbox mount and the 
¼” Nut.  

7. Attach the factory intake tube to the airbox and tighten 
the factory hose clamp.  

8. Remove the small chunk of molded foam at the back 
of the engine bay on the passenger side. 

9. Trim the factory plastic in two small areas, as shown 
in the pictures, with a sharp utility knife, Dremel, air 
saw, or rotary tool. 

 



10. Remove the two upper bolts from the passenger 
side of the cowl panel, as pictured. Keep these 
bolts, as you will use them later. 

11. Remove the windshield wipers by removing the 
caps at the base of each, and unscrewing the nuts 
that hold them on. 

12. Take the supplied cowl template and tape it to the 
black plastic cowl panel as shown.  

13. Carefully unclip the black plastic cowl insert 
section and remove from the vehicle. Place the 
cowl insert on a clean, flat work surface. Drill a ⅛” 
pilot hole through the template and the cowl, on 
the “X.” Remove the template from the cowl insert. 
Using a 3” hole saw, cut a 3” hole in the cowl 
insert, making sure that it is centered on the pilot 
hole. 

14. Use a file or deburring tool to clean up the edge of the hole. Clean up any plastic debris 
that may be on the underside of the cowl insert. 

15. On the Jeep, insert the cowl box where the cowl 
insert previously was.  

16. Bolt down the cowl box using the two factory bolts. 

17. Reinstall the cowl insert over the cowl box, 
ensuring a proper fit between the cowl insert and 
the 3” hole you cut. 

18. Reinstall the windshield wipers. 

19. Place the Mushroom Cap Snorkel Intake onto the cowl box and push down to lock it in 
place. 



20. Inside the engine bay, use the supplied 3” 
Rubber Connector and two 3” Hose Clamps to 
connect the airbox hardline to the cowl box.  

21. Use the 90° Silicone Boot and two 3” Hose 
Clamps to connect the hardline to the airbox. 

22. The airbox hardline is a tight fit against the 
hood insulation. The insulation may be trimmed 
to allow more space, but we have found that the 
insulation in this area will compress over a few 
days, and it will work and look best if the 
insulation is left uncut.  

23. Install the supplied air filter in the airbox. Before installing the airbox lid, poke four holes 
in the rubber seal where the bolts will come through. Install the airbox lid using four ¼” 
X ¾” Button Head Bolts and four ¼” Nylon Washers. Be sure that all seals are in place 
for a watertight install. 

 
 

Notice: 
This snorkel system DOES NOT turn your Jeep into a submarine. Please use common 

sense when going through water obstacles.  
 

It is the vehicle owner’s responsibility to ensure the proper installation and 
maintenance of this system and to ensure it is properly functioning. 

 
Good common sense should always be used in all off-road adventures to ensure 

occupant and vehicle safety. 


