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371- Rock Slide Bumper for Cherokee XJ 1984-2001 
Manuf actured f rom heav y -duty  .120” wall, 2 1/2" round diameter steel tubing. Oly mpic 4x4 Products are 

serv iced by  our f actory .  We prov ide answers to installation questions.  We ship parts ASAP.  Try 
us bef ore the hassle of  returning Oly mpic 4x4 Products to y our retailer or mail order specialist.  

For assistance please call (800) 777-0878 

                
           Completed v iew of  Rockslide bumpers 

 

                            
                 1/4” bolts in body  clip                                                       3/8” self -tapping bolts in uni body 

 
             Double tube nerf  bars 

 
Hardware list     Parts list 
Qty  Description    Double tube nerf  bars (2) 
8  3/8” self -tapping bolts                                   
12 ¼” X 1” hex head bolts 
24 ¼” f lat washers                                             Dimensions: 
12 ¼” lock washers                                           Cherokee weight: 70 lbs. 62” long 
12 ¼” nuts                                                          
 
Tools needed   
3/8” or ½” driv e ratchet wrenches 
Socket wrench sizes: 7/16”, 9/16”  
Open end/ combination wrench sizes: 7/16”, 9/16” 
Drill motor 
5/16” drill bit 
Marker or punch 
Cutting oil or tapping compound (Optional but highly  recommended) 
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Note:       
 
3/8” bolts use 9/16” wrench 3/8” nuts use 9/16” wrench 
¼” bolts use a 7/16” wrench ¼” nuts use a 7/16” wrench 

 
Step 1.  Position the tube nerf  bar so that the mounting bracket sits f lush against the v ehicle uni-body; also 

align the three (3) mounting brackets with body  clip.  Use jack stands or f loor jack to hold nerf bars 
in place. 

 
Step 2. Mark all the holes with a marker or a punch.  If  y ou hav e a right angle drill skip to the second note. 
 
Note: You will f ind that y ou hav e a small amount of  adjustment so y ou can decide the exact position you 

pref er. 
 
Step 3.   Remov e the nerf  bars so y ou can drill the holes y ou just marked.  The holes in the uni-body need to 

be drilled with a 5/16” drill bit and the holes in the body  clip need to be drilled with a 5/16” drill bit. 
 
Note: If  y ou hav e a right angle drill, mark the holes that need to be drilled in the body  clip then remove 

nerf  bar and drill the 5/16” holes in the body .  Then replace nerf  bar so that the holes you just drilled 
line up with the holes in the nerf  bar and then secure the nerf  bars in place with the 1/4” hex head 
bolts, 1/4” f lat washers, 1/4” lock washer and 1/4” nuts.  The mounting bracket should be almost 
f lush with the uni-body .  Use the holes in the mounting bracket as guides to drill the holes in the 
uni-body  while the nerf  bars are held in place by  jack stands and the brackets bolted to the body 
clip.  Secure nerf  bars to uni-body  using 3/8” self -tapping bolts.  A cutting oil or tapping compound 
is recommended when installing the self -tapping bolts. DO NOT use WD-40, grease, or other 
lubricating oils. They  should be tightened down slowly  and backed out f requently  to remove chips 
when tapping the hole. 

 
Step 4. Re-position nerf  bars in place and secure them with 3/8” self  tapping bolts in the uni-body  and 

secure the nerf  bar to the body  clip with 1/4” hex head bolts, f lat washers, lock washers, and 1/4” 
nuts.  Install 3/8” self -tapping bolts through the mounting bracket and into the uni-body .  A cutting 
oil or tapping compound is recommended when installing the self -tapping bolts. DO NOT use WD-
40, grease, or other lubricating oils. They  should be tightened down slowly  and backed out 
f requently  to remov e metal chips when tapping the hole. 

  
Note: Depending on v ehicle, y ou might not be able to use some of  the 1/4” f lat washers on both sides of 

the 1/4” hex head bolt, because they  cannot f it, this is ok and will not adv ersely affect the strength 
of  the mounting of  the nerf  bars. 

 
Step 5. Repeat steps 1-4 f or the opposite side of  y our jeep. 
 
Step 6. Re-check tightness on ALL nuts and bolts. Periodically  re-check tightness of  hardware to make 

sure nothing has become loose f rom v ibrations caused by  driv ing. 
 

 


