
553-10X Rock Receiver Rear Bumpers for CJ 
Rock receiver rear bumper has a 250lbs tongue weight and a 2500 lb.
Towing capacity.  Do not exceed your jeeps manufacture suggested
towing capacity.  Olympic 4x4 Products are serviced by our factory.
We provide answers to installation questions.  We ship parts ASAP.
Try us before the hassle of returning Olympic 4x4 Products to your
retailer or mail order specialist. Read directions completely before
starting installation.

For assistance please call  (800)777-0878.

Hardware list:
8 7/16” flange nut
Tools Required:
1/2" or 3/8" drive ratchet wrench
Socket sizes: 5/8”, 11/16"   
Combination wrench sizes: 5/8”, 11/16"   
Jack for lifting jeep

Step 1. Remove OEM bumper or bumperettes
to expose rear cross member.  See photo 1.

Step 2.  Remove the rear most spring hanger
bolt and loosen the front spring hanger bolt so
that there is about 3/16” of a gap between the
head of the bolt and the spring hanger.  Then
lift the rear of the vehicle using a jack , just high enough so that the spring

hanger sits about 3/16” from the
frame.  You must lift the vehicle by
the frame or body and not the axle.
Do this on both sides.

Step 3.  Position bumper so that the
threaded bolts that are welded to
the bumper install through the rear
cross member on your jeep.  Secure
the bumper to the cross member
using 7/16" flange nuts on the
threaded bolts that are welded to
the bumper.  Do not fully tighten these bolts.  See photos 2&3.

Step 4.  Re-install spring hanger bolts through the spring hanger, then through the bumper mounting bracket and into the
hole in the bottom of the frame.  Securely tighten these bolts , and then tighten all other nuts.  See photo 4.  The arrow
points to the bottom mounting  bracket on the bumper.  The spring hanger will sit at a slight angle because  of the

mounting bracket, this will not effect the strength of the spring hanger.

Step 5.  After 500 miles of first off-road trip re-check tightness of all
nuts and bolts.  Peridocally check tightness of all nuts and bolts.
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