
803-Maxi Light Bar
803-Maxi Light Bar holds up to 4 off-road driving
lights. Fits: All Wrangler, CJ7's & CJ5's 1977 to
Present. Olympic 4x4 Products are serviced by our
factory.  We provide answers to installation ques-
tions.  We ship parts ASAP.  Try us before the hassle
of returning Olympic 4x4 Products to your retailer or
mail order specialist. 
For assistance please call (800)
777-0878.

Engineering features: Olympic was the first company
to develop a light bar that installs without drilling
mounting holes. Manufactured from 1 1/2" round
steel tubing. Four light mounting brackets can also
be used for antenna mounting.  Light bar rotates for-
ward to allow more clearance into low garages and
parking structures.  

Note: Wire auxiliary lights to the manufactures specifications.  Just because auxiliary lights and bulbs maybe manufac-
tured to SAE recommended specifications or are DOT compliant, it does not mean that they are legal for use in your
state or area.  Always check with your state police detachment or local vehicle inspection station to determine the rules
and regulations regarding auxiliary vehicle lighting in your area

Hardware List Parts list
4    5/16" countersunk head bolts Cross bar
1    5/16" X 1 1/4"  set screw Front supports (Left and Right)

Plastic caps (2)

Note: The knobs will be pre-assembled on the front support.  You will never completely remove or unscrew the
threaded knobs. To ensure ease of light bar rotation and knob function, keep lightbar well lubricated.  

Step 1. Remove top bolt from upper part of windshield hinge, using #40 Torx bit and install a 5/16" x 1 ½" Allen set
screw with a 5/32" Allen wrench, to keep threaded plate inside windshield in place.  Then remove all other bolts and
attach front support with 5/16" countersunk head bolts, tighten with a 3/16” allen wrench. We recommend you use a light
duty loctite on these bolts. Once front support is tightened in place, remove Allen set screw and replace with hex head
bolt.  DO NOT fully tighten these bolts; you will tighten them after you install the front crossbar.  See Photos 1&2. You
will only install one of the front supports at this time.

Note: When removing a Torx bolt that has been painted
over, tap the torx bit in place with a hammer to make sure
it is fully seated, then unfasten the Torx bolt. Torx size is a
T-40.  

Step 3.  Lube the inside of the front support and the end of
the cross bar with grease and install one end of the cross
bar into the front support that is installed on your jeep.
Then install the other front support on  to the cross bar.
Then you will swing the front support down and install on to the jeep like you did on the other
side in step 2.

Step 4.  Check tightness on all bolts.  After 500 miles or first off-road trip re-check tightness on
all bolts.  Then, re-check tightness on all hardware monthly.

 

 

To rotate light bar, simply loosen
the threaded knobs and adjust light
bar into desired position.  Once in
position tighten the threaded knobs.

Tools Required
T-40 Torx bit
Allen wrench set
Sizes 5/32” and 3/16”    
White lithium grease (spray)


